ooooooooo

OO0 o0o0o0oon

MSS Allocations |
(made prior to WRC-95) versus
" Current US Microwave Frequency Bands

@ BELLSOUTH Mobility
e

Shared MSS/FSS/FS MSS US Microwave Microwave

Allocations Service Frequency Bands| Service

(MHz) (MHz)

2483.5-2500 MSS (S-E) 2450-2500 POF
2655-2670 MSS (E-S) 2650-2690 POF
5925-6700 FSS (E-S) 5925-6425 CC and POF

10700-11700 FSS (S-E) 10700-11700 CC and POF

11700-12100 FSS (S-E) 11700-12200 POF

12700-12750 FSS (E-S) 12700-13250 CC and POF

1770018100 FSS (S-E) 1770018580 CC and POF

18400-18600 FSS (S-E) 1858018820 CC and POF

1860018800 FSS (S-E) 1858018820 CC and POF

1880019300 FSS (S-E) 1882018920 POF

22550-23550 FS INTERSAT 21200-23600 CC and POF

22250-27000 FS INTERSAT 21200-23600 CC and POF

2700028500 FSS (E-S) 27500-29500 CcC

28500-29100 FSS (E-S) 27500-29500 CC

2910029400 FSS (E-S) 27500-29500 CcC
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MSs Microwave Microwaye Date of Entry into
m.,-.nasnaaw Service -.:.2_.::.3~ Service Force of
Band Band New Mss Allocation *
MHz MHz)
Earth Stations in the 1-3 GHZ range
1980-2019 MSS (E - S) 01.01.200¢
(1980-199¢ MHz, 2005 in Region 2

2010-2025 MSS(E-§ Region 2

]
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]

L]

]

]

]

[

]

]

o 2670-2690 | Mss (5 2650 2690 POF
]

]

O

]

0

[

]
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MSS Space Stations
2165-2170 MSS(S-E Region 2 2160-2180 CC

2170-2200 MSS (s - E) 2160-2180 Ccc

2180-2200 POF
2500-2520 MSS(Ss-E
Zo:.OmO\zmm Feeder Links

6700-707s FSS (s - E) (limited 1o hon-GSO MsS 6525-6875 CC and POF

feeder Jink
Ze-.-QmO\me Feeder Link Earth

, Stations
_ _wucet_eag _ E-S 19260-19799 OOE..-O—‘,@ 01.01.1997

.5632..0:& allocations not coinciden with FCC allocationg
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b DCS”

Microwave Transmitter Exclusion Zones

40 Miles

k

Satellite Service Receiver

.»\ Exclusion Zone*

] ) 0.8°75 (106) Miles
Terrestrial Microwave Receiver k v\ 100 - 120
i Mil
b 16 Feet Exclusion Noso/' iles
(0,7 Mile) _ ]
2° 0.6 (9.5) Mile(s) a
15° 0.1 (3.8) Mile(s)
. ] Up to
Parallel (Radial) Microwave Path 150 Miles
Satellite Service Uses All . Terrestrial microwave Uses
Frequencies at All Azimuths a pair of Frequencies Within
Within a Band a Narrow Wedge

Upper 6 GHz 6 Ft. Standard FS Antennas

* Curtis, H. E., «Interference between Satellite Communication Systems and Common
Carrier Surface Systems,” Bell System Technical Journal, May 1992, pages 921-943.
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